ASSIGNMENT 8§

Text book Assignnent: “Hand G enades, Land M nes, and Booby Traps,” and “Organic Support

Wapons: M203 and Machine Guns.” Pages 12-12 through 13-31.

8-4. A conceal ed device contrived to
Learning Qbjective: Recogni ze wound or kill when sone harml ess
the construction features of | ooki ng object is touched is known
and uses for trip flares and as a
the methods of setting and
removi ng them 1. daynore nine
2. l and nine
3. booby trap
8-1. As a Seabee, you should use trip 4. trip flare
flares for what function?
8-5. What type of nilitary force is nost
1.  Continuous illum nation likely to use manufactured booby
2. Gving warning of attack traps?
or infiltration of the eneny
3. [llumnating |large areas 1. Attacking
4. Signaling other wunits 2. Retreating
3. Defensive
8-2. The nounting bracket and trigger 4. Anbush
mechani smof the trip flare are
attached to what other part? 8-6. \What causes the safety lever in
a nudball mine to be rel eased?
1. Upper cap
2. Fuze 1. Pulling the safety pin
3. Base cap 2. Breaking of the dried nud
4. Safety |ever 3. Exerting pressure on the fuze
4, Pulling the 10- to 12-inch
8-3. You are changing defensive trip wire
positions, and you wi sh to use
the sane trip flares in the new 8-7. A pit lined with boards that have
position. Before nmoving them to spi kes driven through themis known
the new position, what should you as what type of trap?
do first?
1. Punji stake trap
1. Detach the trip wires from 2. Delaying booby trap
the triggers 3.  Pit booby trap
2. Rotate the trigger nechanisns 4.  Spike board foot trap
to their original positions
3. Depress the safety levers 8-8. A deadfall trap functions in what

and replace the safety pins
4. Renove the fuzes fromthe

manner ?

trip flares 1. It swings down and strikes
the intended victim
2. It swings up and strikes
Learning bjective: Differentiate the intended victim
bet ween expl osi ve and nonexpl osi ve 3. It detonates when the trip
booby traps and gi ve nethods of wire is touched
triggering, likely places of 4. It detonates when the victim

conceal nent, and materials for
maki ng them

falls into it



8-12. The M203 grenade | auncher fires
Learning Objective: Speci fy what size round?
the methods of detecting mines

and booby traps and protecting 1. 10 mm
yoursel f agai nst them 2. 20 mm
3. 30 mm
4. 40 mm
8-9. What can the individual Seabee do
to keep materials and equi pnent 8- 13. The | eaf sight on an M203 grenade
fromfalling into enenmy hands and | auncher allows the firer to select
bei ng used as mines or booby traps? (a) what range, and in (b) what

increnents, in neters?
1. Safeguard the materials at the

point of entry 1. (a) 100 to 350 (b) 100

2. Rermove all nortar and artillery 2. (a) 75 to 300 (b) 75
duds fromthe battle area 3. (a) 50 to 250 (b) 50

3. Renove all mines and booby 4, (a) 25 to 200 (b) 25
traps from the battle area

4. Prevent littering of the battle 8- 14. In what portion of an M203 grenade
area with di scarded weapons and | auncher are the conponents | ocated
ammuni tion that serve to fire or prevent

accidental firing?
8-10. What type of nmterial should be

pl aced i n sandbags for use in 1. Barrel and barrel latch

vehicl es? 2.  Receiver assenbly
3. Barrel stop

1. Sand only 4. Bolt and bolt housing

2. Sand and coarse gravel

3. Sand with large rocks

4, Sand with small rocks Learning bjective: Recogni ze
the steps used in clearing and

8-11. When traveling in a truck convoy, firing an M203 grenade | auncher.

you should place key personnel
in what vehicle(s)?
8- 15. Bef ore clearing an M203 grenade

1. The vehicle at the head | auncher, you nust follow what
of the convoy procedure?

2. Two vehicles, one at the
front and one at the rear 1. Renove all live rounds
of the convoy from around the weapon

3.  The sane vehicle at the 2. Renove any rounds or
center of the convoy ot her obstruction

4. Different vehicles dispersed 3. Cear the area of al
t hroughout the convoy personnel not needed

to clear the weapon
4. Point the nuzzle clear

Learning Objective: Speci fy of all personnel within
procedures for installing an the area
M203 grenade | auncher on an
ML6AL rifle. 8-16. When firing an M203 grenade
| auncher, you may use what
position?
1. Prone
2. Standing
3. Sitting or kneeling
4.  Each of the above
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8- 17.

8- 18.

8- 19.

When using an M203 grenade
| auncher, Yyou should not engage

targets within what radius of
unprotected, friendly troops?

80 neters
90 neters
100 neters
105 neters

P

Learning Objective: Descri be
the procedure used to correct
an M203 grenade | auncher msfire
and define a stoppage in an M03

What is a grenade | auncher
st oppage?

1. Any interruption of setting
the launcher in position

2. Any interruption in the cycle
of operation caused by faulty
action of the weapon

3. Any interruption in the cycle
of operation caused by the
ammuni tion

4. Both 2 and 3 above

After a 30 second wait and while
usi ng the correct unl oadi ng
procedures after a misfire with
the grenade |auncher, you shoul d
take which of the follow ng
actions?

1. Catch the ejected round
2. Reduce the di stance of

the ejected round
3. Both 1 and 2 above

Learning Objective: Descri be
the types of ammunition used
and the safety precautions to
be observed when firing an M203
grenade | auncher.
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8- 20.

8- 21.

8-22.

8- 23.

What standard “A’ type(s) of
ammunition is/are used wth

the grenade | auncher?

1. HE only

2. HE ai rburst and HE snokel ess
and flashless only

3. HE, HE airburst, snpkel ess
and flashl ess, and HEDP only

4, TP, HE, HE airburst, snopkel ess
and fl ashl ess, and HEDP

For safety, the rounds used in
the grenade |auncher are packed
to prevent danmage to the priner
and di agonal ribs on the round

by use of

1. shredded paper

2. plastic inserts
3. pl astic “peanuts”
4. excel sior

When firing canopy snoke cartridges,
you nust be careful for which of the
followi ng reasons?

1. To prevent giving your
position away

2. To prevent causing snoke
i nhal ation

3. To prevent ignited projectiles
fromfalling upon friendly
troops

4. To prevent extrenely explosive
charges from goi ng of f
prematurely

Learni ng bjective: Recogni ze
the characteristics and data
of an MO nmchi ne gun.

An M60O nmachi ne gun barrel can be
changed qui ckly because of which
of the follow ng features?

A standard length barre
A locknut barrel fastener
A fixed head space
A nonfixed barre

=

adapt er



8-24.

8- 25.

8- 26.

8- 27.

8- 28.

The gunner nust change an MO
machi ne gun barrel after what
nunber of rounds in the rapid
fire position?

1. 100
2. 200
3. 300
4. 400

VWen the safety lever of an MO
machine gun is in the S position
what novenent, if any, can you
obtain fromthe bolt?

1. It can be pulled to
the rear only
2. It can be released

to go forward only
3. It can be pulled to

the rear but cannot

be released forward
4, None

For maxi mum stability, an
M60 machi ne gun shoul d be
fired from what nount?

1.  Bipod mount only

2.  Tripod mount only

3. Either a bipod or
tripod nount

When using the traversi ng handwhee
on an M60 machi ne gun, you can
traverse the gun from the center
how many mils to the right and to
the left?

1. 50
2. 60
3 70
4 100

In elevating an M6O machi ne gun,
you can elevate, in 50-nml
increnents, from zero in either
direction up to how many nils?

200
300
400

500

o -

8- 29.

8- 30.

8- 31.

8- 32.
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To mount an MBO nachi ne gun, you
shoul d first take which of the
followi ng actions?

1. Position the front |ocating
pinin the front mounting | eg

2. Lower the receiver so the rear
| ocating pin snaps under the
platform latch

3. Lock the pintle and platform
group into the pintle bushing

4.  Place the nounting plate recess
on the rear of the nounting
pl ate

Learning bjective: Speci fy
operating principles of an MO
machi ne gun, actions taken to
correct nmlfunctions or stoppages,
and clearing procedures.

An M50 machi ne gun can be | oaded,
fired, unloaded, and cleared when

the bolt is in what position?

1. Open only
2. Cosed only

3. Either open or closed

To | oad an M50 nmchi ne gun, you
should first check to make sure
the safety is in what position?

SAFE only
FI RE only
SAFE or FIRE
AUTQVATI C

e

When cl earing an M50 nmachi ne

gun, you should place the safety
on SAFE under which of the foll ow
ing conditions?

1. Before pulling the cocking
handle to the rear

2. After raising the cover,
i nspecting the chanber,
finding it clear, and then
cl osing the cover

3. After pulling the trigger
and the bolt has gone forward



8-33

8- 34.

8- 35.

8- 36.

Which, if any, of the follow ng
alternatives gives the conplete

sequence of the cycle of operation
for an M5O machi ne gun?

1. Feedi ng, locking, firing
extracting, and | ocking

2. Feedi ng, chanbering, 1 ocking,
unl ocki ng, extracting,
ej ecting, and cocking

3. Feedi ng, chanbering, |[ocking,
firing, unlocking, extracting,
ej ecting, and cocking

4, None of the above

Which of the following is a
mal functi on of an M5O nmchi ne
gun?

1. Def ective anmmunition
2. | nproper operation

by one of the gunners
3. Sluggish operation

of the gun

A runaway nachine gun can be
st opped by which of the follow ng
met hods?

1. Rai sing the feed cover

2. Twisting or breaking the
ammuni tion belt

3. Pulling the cocking handle
to the rear

4. Each of the above

What nunber of rounds fired within
a 2-mnute period can cause a

cookoff in an MBO machi ne gun?
1. 150
2. 125
3. 100
4. 75
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8- 37.

8- 38.

8- 39.

8-40.

If a stoppage occurs in an M5O
machi ne gun, you shoul d take which

if any, of the follow ng actions?

1. First wait 5 seconds, then
raise the cover and renove
the ammunition belt and |inks
fromthe feed tray

2. | medi ately rai se the cover
and renove the ammunition belt
and links fromthe feed tray

3. Call for the arnorer to clear
and fix the gun

4. None of the above

After clearing a stoppage in an

M60 machi ne gun, you shoul d take
what action?

1. Have it replaced or checked

by the arnorer
2. Rel oad it, rezero it, and
attenpt to fire it again
3. Have the barrel replaced
4. Return it to supply

Before firing an MO nachine gun
you should first prepare it by
taking which of the follow ng
acti ons?

1. Checking its serviceability
and then loading it

2. Wping it dry and then
i nspecting it

3. Wping the bore dry, inspecting
it, and then lubricating it

4. Loading and firing it when ready

Learning Objective: Describe the
procedures used in field stripping,
di sassenbly, and assenbly of an MO
machi ne gun

Ceneral disassenbly of an M50
machi ne gun should be started
with the safety on S and the
bolt in what position?

1. Renmoved and the cover up
2. To the rear and the cover
cl osed
3. Forward and the cover closed



8-41.

8-42.

8-43.

The operating group of an MO
machi ne gun consi sts of what
parts?

1. Operating rod, bolt, drive
spring, drive spring guide
and sear only

2. Operating rod, bolt, drive
spring, and drive spring
gui de only

3. Trigger housing pin, |eaf
spring, sear, and sear
pl unger spring

The receiver group for an MO
machi ne gun consi sts of the
receiver and which, if any,

of the follow ng parts?

1. Forearm assenbly, rear
sight, cover, feed tray,
and the carrying handl e

2. Forearm assenbly, rear
sight, cover, and the
feed tray only

3. Forearm assenbly, and

the feed tray only
4, None of the above

What is the last step in replacing
the trigger housing group on an M50
machi ne gun?

1. Rotate the rear |eaf spring
cl ockwi se and engage it with
the trigger housing bolt

2. Rotate the rear |eaf spring
countercl ockwi se and engage it
with the trigger housing pin

3. Rotate the front of the rear
| eaf spring up and engage it
with the trigger housing pin

4, Rotate the front of the rear
| eaf spring up and engage it
with the trigger housing bolt
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8- 44.

8-45.

8- 46.

8-47.

What is the first step in replacing
the operating group on an MO

nmachi ne gun

1. Insert the end of the operating
rod into the receiver

2. Wth the camroller up, push the
operating rod and receiver into
the end of the operating rod

3. Pull the trigger, and push in
the drive spring until the head
of the guide is approximtely
1 inch from the receiver

When repl acing the stock group on
an M0 machi ne gun, you can tel
when the latch is engaged by what
i ndi cation?

1. By a scraping noise

2. By a bell-like sound

3. By a distinct click

4. By a netal against netal
sound

Learni ng Objective: Descri be
the types and uses of MO machi ne
gun anmuni tion.

What types of MO nmachi ne gun
cartridges are NOT authorized
for training purposes?

1. Bal | and tracer

2. Dumy and bl ank

3. Arnor-piercing and
arnor-piercing incendiary

Refer to figure 13-27. The 7.62-mm
NATO cartridge for an M50 machi ne
gun is distinguishable by what
characteristics, if any?

1.  Appearance, paint on tip, and
st anped manufacturer’s initial

2. Shape and | ot nunber

3. Year of manufacture on the base
of the cartridge case, its
painted tip, stanped initial of
t he manufacturer, and appearance

4. None



8- 48.

8-49.

8- 50.

8-51.

The ammunition used in an MO
machi ne gun shoul d not be oiled or

greased for which of the follow ng
reasons?

1. Dust or other abrasives could
collect on it and damage the
operating parts of the gun

2.  The ammunition is harder to
handl e when being placed in
t he gun

3. It may stick together

Learni ng Objective: Identify
princi pl es and techni ques of

M0 machi ne gun mar ksmanshi p,

i ncl udi ng obtai ning an accurate
initial burst of fire, adjusting
the fire, manipulating the
controls, and devel oping speed

When firing an M60 machi ne gun
usi ng the bi pod nount, you assune
a prone position to the rear of the
gun with your right shoulder in
which of the follow ng positions?
1. Firmy against the butt
stock group
2. Under the raised shoul der
rest
3. Both 1 and 2 above
4. Resting on the rear
of the feed cover

When an M60 machine gun is fired
froma tripod nmount, which of the
following gun parts is NOT used?

1. Hi nged shoul der rest

2. Butt stock group

3. T & E nechanism

4, Feed cover

What nenbers of a machine gun crew

are responsi ble for observing the
strike of the bullets and making
necessary adjustnents?

1. Team | eader and anmo
carrier No. 1

2. Gunner and ammp carrier
No. 2

3. Team | eader

4, Squad | eader

and gunner
and gunner
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8- 52.

8- 53.

8- 54.

After meking the rear sight
adj ust mrents, you shoul d adj ust

what part to obtain the correct
sight picture?

1. Bi pod

2. Tripod

3. Range plate

4, T & E nechani sm

Learni ng Objective: Li st
characteristics, conponents,
and parts in disassenbly,
assenbly, and nmi nt enance of
the .50-caliber nachine gun.

What is the best description
of a .50-caliber machine gun?

1. A recoil-operated, air-cooled
magazi ne-fed nachi ne gun capabl e
of semiautomatic and automatic
fire

2. A recoil-operated, air-cooled
bel t-fed machi ne gun capabl e of
sem automatic and automatic fire

3. A gas-operated, air-cooled
belt-fed machine gun capable
of automatic fire only

4. A gas-operated, water-cooled
belt-fed nachi ne gun capabl e of
sem automatic and automatic fire

What is the (a) respective maxi mum
effective range (b) muzzle velocity

(M2 ball), and (c) cyclic rate of
fire of a .50-caliber BM3?
1. (a) 1830 m (b) 3050 fps

(c) 450-550 rpm
2. (a) 1830 m (b) 2500 fps,
(c) 350-400 rpm

3. (a) 7400 yd, (b) 2500 fps,
(c) 350-400 rpm
4, (a) 7400 yd, (b) 3050 fps,

(c) 450-500 rpm



8- 55.

8- 56.

8- 57.

What procedure should you follow to 8- 58.
renove the barrel of a .50-caliber
BMG?
1. Rotate the barrel one-half
turn clockwi se and pull it
out
2. Rotate the barrel one-half
turn counterclockw se and
pull it out
3. Rai se the cover, retract 8- 59.
and lock the recoiling parts
in their rear-nmost position
di sengage the barrel -1 ocking
spring, and rotate the barre
to renove
4, Rai se the cover, pull recoiling
parts to the rear to align the
barrel -1 ocking spring with a
hole in the side plate, and
unscrew and renove the barre
In the process of renoving the
bolt on a .50-caliber BM5 you
accidentally noved the bolt all 8- 60.
the way to the rear. \What action
shoul d you take now to align the
bolt stud with the clearance hole
in the receiver?
1. Slide the bolt all the way
forward and then slowy nove
it to the rear
2. Press in on the oil buffer 8-61.

spring then lock and slide
the bolt forward

3. Rai se the bolt latch and
move the bolt forward

4, Push the tips of the
accel erator forward to
unl ock the oil buffer

Ceneral disassenbly of a machine
gun is completed by which of the
follow ng actions?

1. By renoving the buffer
assenbly from the buffer body

2. By renoving the buffer group
from the barrel extension

3. By disassenbling the barre
ext ensi on

4. By disassenbling the buffer
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What di stance should the buffer tube
protrude fromthe rear of the buffer
body group when the groups are
properly | ocked in the receiver?

1. 1 i nch
2. 1 1/8 inches
3 3/4 inch
4 3/8 inch

Before installing the driving spring
group, you should ensure that which
of the follow ng actions has
occurred?

1. The bolt is all the way
forward
2. The bolt is all the way

to the rear
3. The buffer tube protrudes
about 1 inch from the receiver
4.  The tips of the accelerator
are rotated forward

After screwing the barrel in al
the way, you should back it off
how many notches?

. One
2. Two
3. Three
4, Four

To fire a .50-caliber BMGin
sem -automati ¢ node, you should

1. depress the bolt latch rel ease
and engage the bolt latch
rel ease | ock

2. depress the trigger

3. depress the bolt latch rel ease
and depress the trigger

4. slide the bolt to the rear and
engage the bolt latch release
| ock



8- 62.

8- 63.

8- 64.

Assune that a belt of anmunition 8- 65.
has been inserted into a
.50-cal i ber machi ne gun, the
first round is engaged by the
belt hol ding paw, and the bolt
latch release is |ocked. Wat
action is necessary to |l oad the
gun fully?
1. Pull the retracting slide
handle all the way to the
rear and rel ease
2. Pull the retracting slide
handl e all the way to the
rear, depress the trigger, 8- 66.
and pull the slide handle
to the rear a second tine
3. Pull the retracting slide
handl e to the rear and nove
it forward, release the bolt,
pull the retracting slide
handle to the rear a second
time and nmove it forward, and
rel ease the bolt again
4, Pull the retracting slide
handle all the way to the rear
and release it twce
Before pulling the bolt of a
.50-caliber BMG to the rear during
unl oadi ng, you shoul d perform which
of the follow ng actions? 8-67.
1. Renove the anmunition
belt fromthe gun
2. Rai se the top cover
3. Unl ock the bolt latch
rel ease
4, Each of the above
On a .50-caliber BMG headspace is 8- 68.

the di stance neasured between what
two parts?

1. Rear of the firing chanber
and origin of the rifling

2. Rear of the barrel and face
of the bolt

3. Base of a chanbered cartridge
and face of the bolt

4, Face of the bolt and barre
ext ensi on
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When you cannot insert the GO end
the headspace gauge, what is the

probl em and what corrective action
shoul d you take?

1. Excessi ve headspace; unscrew
the barrel one notch at a tine
2. Excessi ve headspace; screw in
the barrel one notch at a tine
3. I nsufficient headspace; unscrew
the barrel one notch at a tinme
4, I nsufficient headspace; screw in
the barrel one notch at a time
Timng of a .50-caliber BMG is

i nportant for which of the foll ow ng
reasons?

1. Timng ensures the gun
is operating properly

2. Wen the timng is not
set correctly, a round
cannot be chambered

3. Timng prevents contact
between the front end of
the barrel extension and
the trunnion bl ock

4.  Wth the gun out of timng
it does not operate as fast
as it should

VWhat condition is indicated if
the gun does NOT fire with the
fire gauge installed?

1. Early timng

2. Timng is correct

3. Late timng

4. | nproper headspace
What manual contains detail ed
procedures for adjusting a
.50-cal i ber BM3?

1. FM 23- 65

2. OP 3115

3. OP 2665

4, FM 20- 21
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